MR Omni Bob Transom Door Latch

Easily-adjustable
springholts for left- or
right-swing are included
for fast conversion

e Nylon bumpers reduce
vibration and prevent
door rattle

e Qptional doorkeeper
holds door in open
position

Material and Finish

Lock engine: Aluminum
Handles, escutcheons finish:
chrome, aluminum and black
Privacy: Acetal

Part Number Selection

Omni Bob

Panel Preparations
Omni Bob
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Imperial .
Metric
Nominal Decimal
A 211/16 2.67 68
B 5/8 .63 16
C 411/16 4.69 119
D 53/64 5.04 128
E 15/64 24 6

Imperial .
Nominal Decimal Metric
A Panel Thickness
B 315/16 3.90 99
c 13/8 1.38 35
D 55/16 5.32 135
E 15/64 24 6
F 15/64 24 6
G 25/32 2.17 55
H 13/16 1.18 30
Omni Bob Single
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Imperial .
Nominal Decimal Metric

A 211/16 2.67 68
B 5/16 32 8
C 411/16 4.69 119
D 53/64 5.04 128
E 25/32 787 20

Other options available. For complete details
on variety, part numbers, installation and

o specification, go to
CLICI www.southco.com/MR
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Door thickness range

Omni Bob Part Numbers

Omni Bob Single Part Numbers

25-31 mm (1-1-1/4") MR-04-106-24

30 - 36 mm (1-3/16 - 1-7/16") MR-04-107-24
35-41 mm (1-3/8 - 1-5/8”) MR-04-108-24
40 - 46 mm (1-9/16 - 1-13/16”") | MR-04-109-24

45-51 mm (1-3/4 - 2")

MR-04-1010-24

Dimensions in millimeters (inch) unless otherwise stated

Door thickness range Door Swing
25 mm (1") right out/left in MR-05-603-24
25mm (1") left out/right in MR-05-703-24
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